


50-300KVA PO WER DISTRIBUTION MODULES

Power Monitoring
   Input Voltage Line to Line (True RMS)  S
   Output Voltage Line to Line (True RMS) S
   Output Voltage Line to Neutral (True RMS) S
   Output Current (True RMS) S
   Neutral Current (True RMS) S
   Ground Current (True RMS) S
   kVA  S
   kW  S
   Frequency  S
   Percent Load Per Phase  S
   KWH Consumption  S
   Power Factor Per Phase  S
   Peak Demand  S (UC)
    Total Harmonic Distortion  

(voltage and current) S
    Load Crest Factor S
    Load Power Factor S
    Percent of Full Load S

Control
   Emergency Power O� (EPO) Pushbutton  S
   Remote EPO Pushbutton Compatible  S
   4 Form C Output Alarm Contacts S
    4 Form C Input Contacts -  

User Con�gurable S
   
Power Alarms
   High Transformer Temperature S
   Shutdown-Transformer Temperature S
   High/Low Input Voltage  S (UC)
   High Output Current  S (UC)

Annunciation
   Horn S
   Acknowledge Pushbutton S

Communications
   Modbus RTU (RS-485) S
   Modbus TCP (Ethernet) S

PRODUCT SPECIFICATIONS

S = Standard
(UC) = User Con�gurable

POWER & SYSTEM MONITORING

Designed for mission critical power quality applications, power monitoring o�ers 
user-friendly interface, customizable screens and Modbus 485.

Cyberex cables compliment any PDM  
con�guration and are designed to mate with  
virtually any computer or peripheral device.
Features include:
•  UL Listed and NEC Compliant
•  NEMA, IEC, Russell & Stoll and Field Wire 

con�gurations
•  Identi�cation Labeling and optional colors

For more information go to www.secovi.com
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