
T45 Non-Modular Surge Protective Device 
100kA - 300kA per Phase

This is the T45 Non-Modular unit in the 100kA - 300kA per 
Phase surge current capacity range.  
This , has a  
9” x 6” x 4” NEMA 4X rated polycarbonate enclosure. This 

  

protected phase is separately indicated by a dual color 

 
 

Features: 
-100kA, 150kA, 200kA, 250kA & 300kA/phase available 
-Compact and easy to install 

 
 

 
         UL 1283 Listed 
-Audible Alarm with a Disable Switch 

 
-Form C Dry Contacts 

100kA/phase - 300kA/phase Model

-NEMA 4X rated enclosure for indoor & outdoor use 
-20kA Inominal 
-200kA SCCR 
-Lifecycle tested to 12,000 10kA Impulses 

 
-Thermally Protected MOVs 

 
 

-  
-10 Year Warranty



T45 Non-Modular Surge Protective Device 
100kA - 300kA per Phase

Connection Type Parallel, Wire Lead - #10 AWG

120/240 Split Phase, (3W+G) 
120/208V Three Phase Wye, (4W+G)* 
(127/220V Three Phase Wye, (4W+G))* 
(220/380V Three Phase Wye, (4W+G))** 
277/480V Three Phase Wye (4W+G)** 
240V Three Phase Delta (3W+G) 
480V Three Phase Delta, (3W+G) 
480V Three Phase Delta Hi-Leg, (4W+G)

120V, 150 VAC (125%);  
127V, 150 VAC (118%);  
220V, 320 VAC (145%);  
240V, 320 VAC;  
277V, 320 VAC;  

50 kA/Mode, 100kA/Phase 
75 kA/Mode, 150kA/Phase 
100 kA/Mode, 200kA/Phase 
125 kA/Mode, 250kA/Phase 
150 kA/Mode, 300kA/Phase

200kAIC

Protection Modes All Modes: L-N, L-L, L-G, N-G

47 - 63 Hz

UL 1449 Location Type
 Type 1 (SPDs intended for Line or Load Side 
of Main Disconnect) or Type 2 (Intended for 
Load Side of Main Disconnect)

20 kA 

Standards UL 1449 4th Edition, CSA, UL 96A Lightning 
Protection Master Label compliant

NEMA 4X Polycarbonate

9.14” x 5.7” x 4.15” (H x W x D)

-50 db max(Type 2), -45db max(Type 1); from 

120dB insertion loss from 100 kHz to 100 MHz 

<0.5 nanoseconds

-40°C to +75°C 

0% to 95%  non-condensing

Warranty 10 Years

*This is a 120/208V unit, and can be used in 127/220V applications 
**This is a 277/480V unit, and can be used in 220/380V applications



T45 Non-Modular Surge Protective Device 
100kA - 300kA per Phase
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